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Backup reminder................
OSAS requirements............
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Important News about your OSAS and Traverse forms!
Open Systems no longer guarantees form compatibility with Deluxe Forms *

Instead we recommend that you use NELCO
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Go from there. 25% off your first order and you will know for sure that
you will be 100% compatible with OSAS and Traverse

* Note. This does NOT mean that you need to throw all your checks,

purchase orders and other forms into the trash can right now. But when you are
starting to run out, follow the steps in this Newsletter to get your new forms from
a Forms Maker that guarantees compatibility with OSAS and Traverse. Call us
with any questions!
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IMS Information Management
Solutions, Inc.
P O Box 37008
St. Louis, MO 63141-1508
Phone: 314-432-0997

Email: info@ims-stlouis.com

Previous Newsletters can be found
on our web site www.ims-stlouis.com

Did you know................... ?

That you can view Live Demos of all the
OSAS and Traverse products by going to
www.ims-stlouis.com and click on

Live Demos of OSAS and Traverse!

There is even a link to Traverse
E-Business demos called:
Live Demos of Traverse E-business

Did you know................... ?

That Open Systems has requirements for
OSAS to run efficiently?

Memory Requirements:

Memory requirements depend on how many
OSAS applications other than OSAS are going
to be open at the same time, but the numbers
below cover most of the typical scenarios.
OSAS uses up to 4 MB of the workstation
memory.

Workstations:
Win98, WIinME - Minimum - 16 MB;
Recommended - 32 MB; Optimal - 64 MB

WInNT 4.0 - Minimum - 24 MB;
Recommended - 64 MB; Optimal - 96 MB

Win2000, Win XP Professional - Minimum - 64
MB;
Recommended - 128 MB; Optimal - 256 MB

Servers:
WInNT 4.0 - Minimum - 64 MB;
Recommended - 96 MB; Optimal - 128 MB

Win2000, Win XP Professional - Minimum - 128

MB;
Recommended - 256 MB; Optimal - 512 MB
Novell - Minimum - 64 MB;

Why Computers Sometimes Crash!

By Dr. Seuss.

If a packet hits a pocket on a socket on a port,

and the bus is interrupted at a very last resort,

and the access of the memory makes your floppy disk abort,
then the socket packet pocket has an error to report.

If your cursor finds a menu item followed by a dash,

and the double-clicking icon puts your window in the trash,
and your data is corrupted cause the index doesn't hash,

then your situation's hopeless and your system's gonna crash!

If the label on the cable on the table at your house,

says the network is connected to the button on your mouse,
but your packets want to tunnel to another protocol,

that's repeatedly rejected by the printer down the hall.

And your screen is all distorted by the side effects of gauss,
S0 your icons in the window are as wavy as a Souse;

then you may as well reboot and go out with a bang,

'cuz sure as I'm a poet, the sucker's gonna hang.

When the copy on your floppy's getting sloppy in the disk,

and the macro code instructions is causing unnecessary risk,

then you'll have to flash the memory, you'll want to RAM your ROM,
and then quickly turn off the computer and be sure to tell your Mom!

Courtesy of our friend and poet Kathy Walsh

Recommended - 96 MB; Optimal
-128 MB

UNIX/LINUX - Minimum - 32 MB;
Recommended - 64 MB; Optimal
- 96 MB

Memory requirements for the
server depend on what other ser-
vices and processes are taking
place on the server as well as the
number of users accessing the
server. These numbers assume
that you are not using any other
services--i.e. email, Internet, etc.--
on this server. If you are running
these services, you may need

to increase the memory
requirements.

Processor Requirements:

Workstations:
Win98, WIinME - Processor
Speed: Pentium 100 or greater

WInNT 4.0 - Processor Speed:
Pentium 100 or greater

Win2000, Win XP Professional -
Processor Speed - Pentium 300 or
greater

Servers:
WiInNT 4.0, Novell, UNIX/LINUX -
Pentium 200 or greater

Win2000, Win XP Professional -
Pentium 400 or greater

Traverse requirements are
entirely different. They will
be addressed in a coming

Newsletter.




